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Overview 

Piller set Crimping die for big loose terminals with 

thickness above 2.5mm and wire section upto 

95sqmm. The terminal is loaded by means of a 

manually operated slide, fitted with a sensor that 

allows the press to cycle only when the slide has 

reached its stroke’s end . 

All  the wearing parts can be replaced without 

removing the applicator from the press. 

It can be fitted to any crimping press having a 

crimping height (measured f rom the die mounting 

plate to the press coupling when at bottom dead 

center) of 158mm, 136mm, 212mm and others. 

 

Features 

  

 1. Quick change of crimping blades 

 2. User – friendly setting 

3. Can adjustment crimp load of conductor and insulation 

 

Applications 

It is used in Wire harness industries, Automobile industries, Home appliance industries, Control 

panel manufacturing industries. 
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Technical Details 

Terminal Thickness Above 1.5 mm (0.06 inches) 

Feeding System Manual 

Dimensions 160 x 200 x 170 mm (6.3 x 7.9 x 6.7 inches) 

Wire Section Maximum 95mm2 

Stroke 40 /50 / 60 mm (1.5 / 1.9 / 2.4 inches) 

Blades Set of 4 Types of Blades 

Power Supply 230 volts (50/60 Hz) 

Terminal Pitch Loose 

Net Weight 8.6 kgs (19 lbs) 

Crimping Height 136 /158 / 190 /212 mm (5.3 / 6.2 / 7.5 / 8.3 inches) 
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